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Our Aluminum PWL with a twist, the Spinner is our sassiest PWL 
with a sleek, space-conscious design. Zip your jet ski up the mast 
and spin it over the dock for easy loading and servicing!

Capacity: 1,500 lbs

Spinner X2
Personal Watercraft Lifts
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Warranty Options & Accessories

Standard Features

• 5-year structural warranty
• 5-year gear box warranty
• 2-year motor warranty
• 1-year comprehensive warranty

• Remote control and limit switch
• Disconnect plug
• Seawall mount available
• Aluminum bunks

• Patented, sealed aluminum Hi-Tide 
X2 Gear Drive® comes standard 
with the Spinner for quiet and fast 
performance

• Spinner (US patent 8,267,620) rotates 
180 degrees over dock for safe, 
efficient storage that leaves a clear 
waterfront view

• Spinner constructed with all 
marine-grade aluminum for long-
lasting performance in a saltwater 
environment

• Stainless steel electric motors – made 
in America

• Piling mount
• Stainless steel cables and hardware
• Machined aluminum cable winder that 

extend cable life
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SPINNER: SPECIFICATIONS

Structural Specifications for the Hi-Tide Spinner
MOTOR HP 
(STAINLESS 

STEEL)

VOLTAGE &
AMPERAGE

SPEED
CABLE SIZE
& LENGTH

STD. MAST SIZE
CRADLE SIZE

MAX. BEAM
MAX. LENGTH

CARPETED
BUNKS

GRAB RAIL
PILE 
SIZE

1 hp
120V/20A
240V/15A

108"/
MIN 1/4" x 15'

5" x 5" x 12'
4' X 5'

6'
16'

2" x 6" x 8'
2" x 36" x 
46" Bent

8"  
or 10"

Wire Specifications for the Spinner
100' 200' 300' 400'

MOTOR HP 
(STAINLESS  

STEEL)
120V 240V 120V 240V 120V 240V 120V 240V

1 hp #10 #14 #6 #12 #6 #10 #4 #8

1,500 LBS

38" FROM TOP OF PILING  
TO TOP OF DECK

Recommended Piling Height for Spinner


